
 

Notice Inviting e

West Bengal Medical Services Corporation

GN-29, Salt Lake, Sector

Phone No (033) 
E mail: 

Procurement of Medical Items
Colleges

(Submission of Bid through 

Bid Reference No.: WBMSCL/

Amendment-II 

REVISED TECHNICAL SPECIFICATION 

INSULATED PQS BLOOD TRANSPORT BOX WITH 

1. Dimensions (cm): 50 X 40 X 30 cm (inside)

2. Lid type and fixing: Fixed hinges

3. Storage Volume: 30 to 35 units of blood of 350 / 450 ml

4. External Materials: Polyethylene

5. Weight fully loaded (Kg): 38.9 kg. Internal lining material: Polyethylene

6. Weight empty (Kg): within 15.9 Kg

7. Insulation materials: Polyurethane

8. Hold over time: 4 to 6 hours

9. External dimensions: (L x W x H cm): 82.5 X 55.0 X 

10.Insulation thickness: 90

11.Warranty: 2 years; 

 

 

 
Notice Inviting e-Tender 

 

West Bengal Medical Services Corporation Limited
Swasthya Sathi 

29, Salt Lake, Sector-V 
Kolkata-700091  

Phone No (033) 40340307/320 
E mail: procurement@wbmsc.gov.in 

 

Items for the Blood Centres at Hospitals and Medical 
Colleges of Govt. of West Bengal  

(Submission of Bid through online) 
 

WBMSCL/NIT-193/2024                                              Dated
 

 
TECHNICAL SPECIFICATION 

ITEM-13 

INSULATED PQS BLOOD TRANSPORT BOX WITH 

RACKS 

Dimensions (cm): 50 X 40 X 30 cm (inside) 

Lid type and fixing: Fixed hinges 

Storage Volume: 30 to 35 units of blood of 350 / 450 ml 

External Materials: Polyethylene 

Weight fully loaded (Kg): 38.9 kg. Internal lining material: Polyethylene

Weight empty (Kg): within 15.9 Kg 

Insulation materials: Polyurethane 

Hold over time: 4 to 6 hours 

External dimensions: (L x W x H cm): 82.5 X 55.0 X 49.9 cm approx.

Insulation thickness: 90-105 mm Internal coolant packs (2 to 4)

Limited 

at Hospitals and Medical 

Dated-11.03.2024 

TECHNICAL SPECIFICATION  

INSULATED PQS BLOOD TRANSPORT BOX WITH 

Weight fully loaded (Kg): 38.9 kg. Internal lining material: Polyethylene 

49.9 cm approx. 

(2 to 4) 



 

**Note Applicable for item no. 1 to 22:   
1. Installation Quality (IQ), Operational Quality (OQ), Performance 

Quality (PQ) certificate to be submitted during installation of the 
machine. 

2. 3rd party calibration certification should be also be provided during 
installation  

 


