
WEST BENGAL MEDICAL SERVICES CORPORATION LTD
(Wholly Owned by the Government of West Bengal)

CIN:U85110WB2008GC126373  2008-09
Regd. Off. Swasthya Sathi, GN-29, Sector-V, Salt Lake

Phone: 033 40340300   Fax: 033 40340400     email id: info@wbmsc.gov.in

Name of work: Repair and renovation of vitrified tiles of different places at MR
Bangur SSH, South 24 parganas

NOTICE INVITING TENDER

Memo No: WBMSCL/NIT- 321 /2021 Dated –16 /09/2021

Managing Director, West Bengal Medical Services Corporation Limited, Swasthya Sathi, GN-29,

Sector-V, Kolkata - 700 091, invites sealed bids from eligible contractors with experience of

similar nature of work for the work Repair and renovation of vitrified tiles of different

places at MR Bangur SSH, South 24 parganas.

The details may be available at Notice Board of WBMSCL & website www.wbmsc.gov.in and to
be submitted (offline) on or before 1:00 P.M. on 24/09/2021 at Site Office of WBMSCL at MR
Bangur SSH.

No of Site 1 no.

Estimated Amount 93914.00

Bid Security/EMD

The bidder will have to deposit earnest money Rs.
1879.00 (In the form of DD from a scheduled bank
drawn in favour of “West Bengal Medical Services
Corporation Ltd”).

Security Deposit 3% of the contract amount to be deducted from the
Bill for each work.

Releasing of Security Deposit One year from the date of completion of work

Tender Publication Date 17/09/2021

Last date of Submission of Tender 24 /09/2021 Upto 1:00 PM

Date of Opening of Tender Document 24/09/2021 at 3:00 PM

Validity of Quotation 120 days from the date of opening of the financial
bid of the tender.

Time allowed for completion of Work 7 days from the date of Work order for the work

Eligibility of participating bidder Bonafied reliable and resourceful firm having
executed similar nature of Work.



Intending tenderers should produce credentials ofa  similar nature of completed work of theminimum value of 40% of the estimated amountput to tender.
Bid opening Venue Site office of WBMSCL at MR Bangur SSH

Prospective bidders are requested to submit the bid in a sealed cover addressed to the
Managing Director, West Bengal Medical Services Corporation Ltd, Swasthya Sathi, GN -29,
Sector – V, Salt Lake, Kolkata – 700091 within the stipulated date & time.

Bidders are instructed to submit their bid consisting of two sealed envelope called “Qualifying
Bid” &” Financial Bid” in the tender box of WBMSCL by hand. Bid will not be taken by postal
system/courier.

Documents comprising the bi d : ( Bidders are instructed to submit their bid consisting of
two sealed envelope called Qualifying Bid & Financial Bid.)

The Qualifying Bid shall comprise the following: -

a. PAN No.
b. GST registration no.
c. IT Return for the assessment year of 2020-21.
d. Experience in similar field
E. Duly signed NIT
F. Trade License

The Financial Bid shall comprise the following:

Applicable Rate Schedules as per printed format on the letter head of the intending bidder.

(Rate must be given in the B.O.Q. provided below, on the letter head of the intending bidder.
Rate is inclusive of all taxes, charges in respect of all the sites/location. Any taxes, charges etc
shown separately will not be considered. Rate Quote in any other format will be treated as
cancelled).

The  intending  bidder(s)  required  to  quote  the  rate  (percentage  above/below/at  par)  over
the  total estimated cost put to tender considering that no escalation and / or price adjustment
will be allowed by the department under any circumstances.

A bidder shall have to furnish signed "Financial Bid" on their letter head. The financial
bid of only of those bidders will be opened who meet all the requirements of the technical
bid.

Failing to fulfil the requirements and eligibility criteria set in the bid document will make the
bidders Bid invalid. WBMSCL reserves the right to cancel or reject any or all of the Bids
without assigning any reason whatsoever.

Sd/-
Managing Director &

Commissioner, H & F W Department



 Sl.
No.

Description of Item Unit Quantity Rate in Rs. Amount in Rs.

CIVIL WORKSDismantling artificial stone flooring upto 50 mm. thickby carefully chiselling without damaging the base andremoving rubbish as directed within a lead of 75 m
Sister -in -charge room  at ground floor Sq. M 16.8 56.56 950.21Waiting area at 1 st floor Sq. M 39.6 63.35 2,508.66

2
Removal  of  rubbish,earth  etc.  from  the  working siteand   disposal   of   the   same   beyond   the compound,in  conformity  with  the  Municipal  / Corporation Rulesfor such disposal, loading into truck  and  cleaning  thesite  in  all  respect  as  per direction of Engineer incharge Cu M 45.12 187.78 8,472.63

3

Supplying  and  laying  true  to  line  and  level  vitrified
tiles  of approved  brand (size not  less than   600 mm X
600 mm X 10 mm  thick)  in  floor,  skirting  etc.  set  in  20
mm  sand  cement mortar (1:4) and 2 mm thick cement
slurry back side of tiles using  cement  @  2.91Kg./sqM  or
using  polymerised  adhesive (6 mm thick layer applied
directly over finished artificial stone floor/Mosaic   etc
without   any   backing   course)   laid   after application
slurry  using  1.75  Kg  of  cement  per  sqM  below mortar
only,  joints  grouted  with  admixture  of  white  cement
and  colouring  pigment  to  match  with  colour  of  tiles  /
epoxy grout materials of approved make as directed and
removal of wax  coating  of  top  surface  of  tiles  with
warm  water  and polishing the tiles using soft  and dry
cloth upto  mirror finish complete including the cost of
materials, labour and all other incidental   charges
complete   true   to   the   manufacturer's specification
and  direction  of  Engineer-in-Charge. (White cement,
synthetic adhesive and grout material to be supplied
by the contrr]e)
I

Name of Work : Repair & renovation of vitrified tiles of different places at M R Bangur SSH,
South 24Pgs

B.O.Q

1

4

3

Supplying  and  laying  true  to  line  and  level  vitrified
tiles  of approved  brand (size not  less than   600 mm X
600 mm X 10 mm  thick)  in  floor,  skirting  etc.  set  in  20
mm  sand  cement mortar (1:4) and 2 mm thick cement
slurry back side of tiles using  cement  @  2.91Kg./sqM  or
using  polymerised  adhesive (6 mm thick layer applied
directly over finished artificial stone floor/Mosaic   etc
without   any   backing   course)   laid   after application
slurry  using  1.75  Kg  of  cement  per  sqM  below mortar
only,  joints  grouted  with  admixture  of  white  cement
and  colouring  pigment  to  match  with  colour  of  tiles  /
epoxy grout materials of approved make as directed and
removal of wax  coating  of  top  surface  of  tiles  with
warm  water  and polishing the tiles using soft  and dry
cloth upto  mirror finish complete including the cost of
materials, labour and all other incidental   charges
complete   true   to   the   manufacturer's specification
and  direction  of  Engineer-in-Charge. (White cement,
synthetic adhesive and grout material to be supplied
by the contrr]e)
I

(I)    With  application  slurry  @1.75  kg/  Sq.m,  20  mm
sand cement mortar (1:4) & 2 mm thick cement slurry at
back side of  tiles,  0.2  kg/  Sq.m  white  cement  for  joint
filling  with pigment.

(B) Light Colour Sq M 56.4 1,453.59 81,982.4893,914.0
 ( Rupees Ninety three thousand nine hundred forteen  only )

 Total =
4
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